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POWER MIG ® 216
WIRE FEEDER/WELDERS

Processes 

Product Number 

Input Power 
 208/230V, 1/60 Hz  /  220V, 1/50 Hz
Input Current @ Rated Output 
 208V:33A at 170A/24VDC/60% Duty Cycle  
 208V:40A at 216A/22VDC/30% Duty Cycle
 230V:30A at 170A/24VDC/60% Duty Cycle
 230V:36A at 216A/22VDC/30% Duty Cycle
Rated Output 
 170A at 24VDC/60% Duty Cycle
 216A at 22VDC/30% Duty Cycle

Max. Open Circuit Voltage 
 36VDC
Amperage Range 
 30 - 250A
Wire Feed Speed 
 50 - 700 IPM (1.3 - 17.8 m/min)
Weight/Dimensions (H x W x D) 
 206.5 lbs. (93.7 kg)
 32.56 x 19.15 x 39.92 in. 
 (827 x 487 x 1,014 mm)
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FEATURES
 Diamond Core Technology™ – 

 

.
 MAXTRAC® Cast Aluminum Industrial 
Wire Drive 

 
 

.
 More Output and Better Efficiency – 

.
 Spool Gun Ready 

 
®

 
.

 New! Great Value-Adding Features – 
™

 
 

APPLICATIONS 
 Metal Fabrication
 Maintenance and Repair
 Autobody/Farm
 Light Industrial

WHAT’S INCLUDED
®
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TM

Two Year Extended 
Warranty Available.

ISO
 9001:2000
14001:2004

Good
Magnum® 100 SG

Best
Magnum® 250LX

Better
Magnum® SG

SPOOL GUNS
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Built-in Undercarriage With  
Easy-Load Gas Cylinder Platform 

Professional Heavy Duty 
MAXTRAC® Wire Drive System

Easy-Load Wire Compartment 

2.  Wide range wire feed speed (WFS) control (up 
to 700 ipm). 

3. Seven voltage taps

4. Brass to brass gun connection bushing  
 and work clamp access

5. Gun trigger lead connection

Keeps Your 
Workstation 
Organized

Gun and Drive Expendable 
Parts Compartment

TM

1. Power on/off switch

Patented choke technology that 
produces an outstanding arc with 
better starts, a wider sweet spot, 
lower spatter levels and outstanding 
performance on aluminum and stainless 
steels.

A CLOSER LOOK

KEY CONTROLS

The  MIG®
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GUN INFORMATION

SPOOL GUN READY–LIGHT DUTY SPOOL GUN CAPABLE–MEDIUM DUTY SPOOL GUN CAPABLE–HEAVY DUTY

Magnum
®
 100 SG Spool Gun – (K2532-1)

    

Magnum
®
 SG Spool Gun – (K487-25)

    

Magnum
®
 250LX Spool Gun – (K2490-1)

    

 

 

 

 

 

 

 

Factory Ready! No Adapter Required! Requires K2703-1 Adapter Requires K2703-1 Adapter

(1) Included with POWER MIG® 216. 

Included Magnum® PRO 250L Gun
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Split guides

Wide idler arm hinge

Removable outer wire guide

Input bushing
brass-to-brass gun receiver 

bushings
®

Easy turn numeric tension indicator

Internal feedback drive system 

Separate drive gear

Two gear driven rolls.

Angled gun cable connection

DRIVE ROLL KITS

Wire Size Order Number
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WIRE DRIVE SYSTEM



GENERAL OPTIONS  

Magnum® Connection Kit 
®  

®

®.
Order K466-6  

  

POWER MIG® Spool Gun Adapter 

® ®

®

®

®

 
Order K2703-1 
Note the K2703-1 spool gun 
adapter disables the  
Magnum® 100 SG capability.  

Spindle Adapter for 8 in. O.D. 
Spools

 
Order K468   

  

Dual Cylinder Mounting Kit  

MIG®

Order K1702-1   

Canvas Cover  
®

® 

 
Order K2378-1

Welding Fume Extractors

Request Publication E13.40  

RECOMMENDED ACCESSORIES

 PROCESS CAPABILITIES

 
Process

Electrode 
Wire

Electrode 
Polarity

Shielding 
Gas

Minimum 
Thickness

Maximum 
Thickness(1)

MIG 

®

®

2 2

MIG

®

2

2

MIG

®

Flux-Cored,
Gas-Shielded

®

2 2

Flux-Cored,
Self-Shielded

® ® ®

—

(1) Lincoln Electric recommends multiple pass welds on 1/2 in. (12.7 mm) material. Consult the appropriate application procedures and guidelines for selecting the correct wire size,  
 gas type and number of passes. 
(2) For .035 in. (0.9 mm) and 4043 aluminum wire, the spool gun is recommended for best feeding results.
(3) .035 in. and .045 in. (0.9 and 1.2 mm) NR®-211-MP is only recommended up to 5/16 in. (7.9 mm) thick material.

C U S T O M E R  A S S I S T A N C E  P O L I C Y 

For best welding results with Lincoln Electric equipment,  
always use Lincoln Electric consumables. Visit www.lincolnelectric.com for more details.
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H x W x D 
in. (mm)

Net  
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POWER MIG® 216    

 
PRODUCT SPECIFICATIONS


